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165  265  400  660  825  ft
DIGITAL MIcROwAvE BARRIER FOR 
OuTDOOR PERIMETER PROTEcTIOn

FuZZYLOGIc InSIDE

:IB - System
Rack 
PLuG & PLAY SYSTEM
FOR SIMPLIFIED wIRInG
AnD unIvERSAL InTERFAcE

EXTREME SECURITY

IB-System Rack
IB-SyStem Rack iS a Plug & Play SyStem foR SimPlified wiRing and univeRSal inteRface. thankS to the SeRial BuS, fiBRe oPtic 
oR etheRnet it iS PoSSiBle to collect all the StatuS alaRmS (PRe-alaRm, alaRm, failuRe, tamPeR and no anSweR) foR each 
device in the field in a coSt effective and StRuctuRed way. all the infoRmation Received By the SeRveR can Be diSPlayed 
on gRaPhic maPS and/oR, thankS to dedicated iSlandS, tRanSlated into the univeRSal Relay on/off language in oRdeR to 
inteRface with any otheR tyPe of SyStem (contRol Panel, cctv, acceSS contRol, aiRPoRt tRaffic contRol etc).  By uSing 
the digital SenSoR fRom ciaS with iB-SyStem Rack it iS PoSSiBle to uSe the Same BuS to adjuSt PaRameteRS and PeRfoRm all 
maintenance taSkS fRom a Remote location.        
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EquipmEnt suppliEd

RangE

fREquEncy

Output pOwER 

taRgEt spEEd

taRgEt sizE 

 pRObability Of dEtEctiOn

mOdulatiOn channEls

FalsE alaRm RatE

tEmpERatuRE

alaRm Outputs

pOwER supply ac Vac

pOwER supply dc Vdc 

cuRREnt cOnsumptiOn

spEcial applicatiOns

wEight and dimEnsiOns

TransmiTTer head and receiver head wiTh space To accommodaTe a 12v 2ah back-up

baTTery, clamps for a 2,3 “ diameTer mounTing posT. brackeTs adapTor for 4,3” poles 

available. power supply and charger inTegral To The heads

165, 265,400, 660, 825 ft

k/X band fcc and ic approved

cerTified in many counTries and conforms To ce, usa and canadian sTandards.

from 0 cm/sec To 15 m/sec.

medium size human TargeT for all inTrusion aTTempTs (40kg).

0.99 minimum based on s/n raTio.

16 crysTal conTrolled.

1/uniT/year based on s/n raTio

-95°f + 149°f

3 solid sTaTe relays for alarm, faulT, Tamper.

19vac

13.8vdc , 24vdc

120ma Tx+rx

eXplosion proof and porTable version available

4,8 kg (TX+rX) / ø 305 mm X 160 mm

ERMO482x PRO

IB-SYSTEM RAck
self-configuraTion of The siTe

enable/disable single modules during normal operaTion

sTaTus sYnopTic on fronT panel (Thanks To led on ib-island 8)

max 64 barriers / 128 devices

connecTion To rs 485 serial bus, fibre opTic, eTherneT 

power supplY included in The rack

modem connecTion To swiTched line for direcT remoTe assisTance on field device (onlY valid for cias inTelligenT sensor)

ib-sYsTem rack small is provided on rack 9,5” 3u for small siTe applicaTions wiTh a maximum expansion of 16 barriers / 16 devices  

fRee wiRing aRchitectuRe, cloSe looP, StaR, multidRoP, miXed

cias reserves The righT To change The specificaTions described in This brochure aT any Time wiThouT prior noTice.

:wAvE TEST ermo482Xpro 
digital micRowave BaRRieR with digital Signal analySiS 
foR RangeS of 165, 265, 400, 660 and 825 feet. the inteRnal 
micRoPRoceSSoR uSeS fuzzy logic to analySe the Received 
Signal giving veRy high PeRfoRmance in detection 
PRoBaBility and low falSe alaRm RateS.

WAVE-TEST iS A SofTWArE pAckAgE uSEd To commiSSion 
And finE TunE ThE Ermo482X pro inTElligEnT microWAVE 
bArriErS. WiTh A pc connEcTEd To ThE rX or TX hEAd, 
ThAnkS To ThiS SofTWArE, iT iS poSSiblE To diSplAy ThE 
rEcEiVEd SignAl ShApE or ThE AnAloguE VAluES (bATTEry 
lEVEl, dETEcTEd SignAl VolTAgES, TEmpErATurE, Agc 
VolTAgE)-in rEAl TimE. iT iS poSSiblE To doWnloAd ThE 
lAST 100 AnAloguE EVEnTS And ThE lAST 256 bArriEr 
EVEnTS STorEd in ThE indiViduAl bArriEr mEmory, chAngE 
ThE opErATing pArAmETErS And A numbEr of oThEr 
funcTionS. All ThE AboVE cAn bE pErformEd locAlly, 
connEcTing ThE pc dirEcTly To ThE hEAd on SiTE, or, by 
connEcTing ThE hEAdS To An rS485 SEriAl linE, rEmoTEly 
in A conTrol room. iT iS AlSo poSSiblE To connEcT ThE 
rS485 linE To A modEm Which cAn connEcT rEmoTEly 
WiTh A pc running WAVE-TEST, AlloWing complETE rEmoTE 
TroublEShooTing from AnyWhErE in ThE World. WAVE-
TEST iS VEry uSEful for AnAlySiS of ThE EnVironmEnTAl 
noiSE WiThin A pArTiculAr inSTAllATion, ThAnkS To ThE 
on-boArd mEmory, And ThEn To SET ThE bArriEr pErfEcTly 
for ThAT EnVironmEnT.

TEmporAry proTEcTion of building And roAd compoundS.

miliTAry cAmp proTEcTion.

:MMD SYSTEM

MMD SYSTEM - MOBILE BARRIERS
mmd SySTEm iS A porTAblE proTEcTion SySTEm uSing microWAVE bArriErS ThAT crEATE inViSiblE dETEcTion ZonES for 
TEmporAry SurVEillAncE of SiTES conSidErEd AT riSk. EAch inTruSion ATTEmpT inTo ThE proTEcTEd ArEA iS dETEcTEd by 
ThE bArriErS, Which immEdiATEly SEnd A rAdio SignAl To ThE mmd conTrol pAnEl locATEd in A guArd room or WhErEVEr 
ThE dESignATEd conTrol cEnTrE iS locATEd.

Tool frEE AdjuSTmEnTS:
dETAil of lEVEl bulb, plug 

And plAy connEcTorS
And hAndlES for EASy

And rApid dEploymEnT.

STrong cArrying fiTTing cASES WiTh WhEElS 
for EASy TrAnSporT. poSSiblE pilE up of ThE 
boXES.

660 ft

VAriES According To counTry

autonomia fino a 20 gg / AuTonomy up To 20 dAyS

-95°f / +149°f

ArmourEd cAblES And miliTAry connEcTorS

rESiSTAnT TrAnSporT boXES 

rAdio TrAnSmiSSion from 1650 ft up To 3300 ft, uSE EXTrA 
AnTEnnA for longEr diSTAncES

MMD SYSTEM

RangE

 fREquEncy

pOwER supply

tEmpERatuRE 

abling

tRanspORt Kit

alaRm / sEtting tRansmissiOn
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range 165 ft range 825 ft range 660 ft

comPlete PRe-aSSemBled Rack SyStem 
comPRiSing 1 19" Rack 3u, 1 iB-Back 
Panel with 4 SlotS, 1 iB SeRveR, 1 
iB-huB, 1 iB iSland-8 and 1 PoweR 
SuPPly 3a, foR the management of 8 
BaRRieRS/deviceS. uSing iB-eXtenSion 
and the maXimum allowed quantity 
of iB-iSland 8 (8 PeR Rack) we can 
oBtain the total eXtenSion of the 
SyStem: 64 BaRRieRS/128deviceS.   

:IB-Island 8

control rooM

IB-FMcREP
field multimedia 
conveRteR, decouPleR 
and RePeateR PRovided 
with 5 RS485 PoRtS

IB-FMcREP-FO
field multimedia conveRteR, 
decouPleR and RePeateR PRovided 
with 5 RS485 and 2 fiBRe oPtic PoRtS.

IB-FMcREP-ETH

field multimedia conveRteR, 
decouPleR and RePeateR PRovided 
with 5 RS485 and etheRnet PoRtS

:IB-Hub communication caRd 3u Rack 
mountaBle fitted with 6 SeRial RS 485 
PoRtS, (foR the connection of the 
SeRveR to the BuS) 2 RS 232 PoRtS (foR 
diRect connection to the Pc) and 1 RS 
232 PoRt (foR modem connection).
thankS to the intRoduction of the 
inteRfaceS iB-fo and iB-eth, the SyStem 
will Be uPgRaded ReSPectively with 2 
fiBRe oPtic tRanSceiveR oR an etheRnet 
connection. 

monitoR and SyStem 
management with 
gRaPhic inteRface maP

:IB-Test / IB-Test Map
SeRial module caRd 3u Rack 
mountaBle fitted with 32 Relay 
outPutS to Remotely monitoR 
all the StatuS alaRmS of 8 
BaRRieRS/deviceS. 

IB-Island-8

:IB-System

:ermo482xPRO

dimensions calculated using 
medium sensitivity at the 
centre of the beam

FuZZY SIDE TARGET DIScRIMInATIOn F.S.T.D. 
in pArTiculAr SiTuATionS WhErE ThErE iS conTinuouS inTErfErEncE AT ThE SidE of 
ThE fiEld, Such AS looSE, moVing mETAllic fEncES in ThE bEAm pATTErn, VEgETATion 
ThAT EncroAchES ThE SidE of ThE bEAm or oThEr lArgE pArAllEl SidE moVEmEnTS iT iS 
poSSiblE To uSE ThE fSTd funcTion in ThE SofTWArE. uSing ThiS iT iS poSSiblE To AdjuST 
ThE  SEnSiTiViTy only AT ThE SidE of ThE bEAm pATTErn. in ThiS WAy WE cAn hAVE A bEAm 
ThAT AlThough iT iS phySicAlly AS normAl, iT AppEArS EllipTicAl WiTh diffErEnT ShApES 
dEpEndEnT on ThE fSTd SETTing WhilE mAinTAining ThE puriTy of SignAl ThAT iS ThE 
AdVAnTAgE of ThE pArAbolic AnTEnnA compArEd To An EllipTicAl AnTEnnA.  

eXTreme weaTher condiTions do noT affecT 
The performance of ermo 482X pro.

normal deTecTion paTTern seT up.

seT up wiTh fsTd.

DYnAMIc DIGITAL AnTI-MASkInG
ThE 16 crySTAl conTrollEd modulATion chAnnElS, 

TogEThEr WiTh A dynAmic AnAlySiS of ThE AbSoluTE 
VAluE of ThE rEcEiVEd SignAl, dETEcTEd during ThE 

inSTAllATion procESS, mAkE mASking impoSSiblE And 
poSSiblE ThE dETEcTion of poTEnTiAl fAulTS in ThE 

microWAVE componEnTS. 

AuTOMATIc EnvIROnMEnT ADjuSTMEnT
ThE TEmpErATurE iS conTinuouSly chEckEd To dETEcT 

poSSiblE fAulTS AS WEll AS moniToring ThE TEmpErATurE 
grAdiEnT (TEmpErATurE chAngE oVEr A pEriod of TimE) 

To compEnSATE for SignAl diffErEncES crEATEd by 
EnVironmEnTAl chAngES. 

nEw nOw AvAILABLE X AnD k BAnD
in AddiTion To ThE Ermo 482X pro fAmily, ThAT WorkS 

WiTh X bAnd for rAngE of 165, 265, 400, 660 ft WE hAVE noW 
AVAilAblE A nEW modEl for rAngE up To 825 ft ThAT WorkS 

WiTh k bAnd uSing A frEquEncy of 24ghZ.
ThE mAin fEATurE of ThiS nEW modEl proVidES ThE 

poSSibiliTy To coVEr longEr diSTAncES And WhErE ThE 
corridorS hAVE goT criTicAl dimEnSionS ThAnkS To ThE 

SmAllEr microWAVE bEAm gEnErATEd.

DIGITAL AnALYSIS uSInG FuZZY LOGIc -  FBM 
Ermo482X pro moniTorS ThE SignAl, compAring
iT WiTh bEhAViour modElS uSing 
AlgoriThmS bASEd on "fuZZy"
logic (fuZZy bEhAViour modElS  - 
fbm) To dEcidE if ThE SignAl WAS crEATEd 
by A rEAl inTrudEr or SomE oThEr fAcTor. 
ThE SiZE, ShApE And rATE of chAngE of ThE SignAl ArE 
conTinuouSly mEASurEd And compArEd WiTh TypicAl STorEd SignAlS. 
ThE SEnSor iS AblE To dETEcT inTrudErS WAlking, running, crAWling or rolling. 
EVEry EVEnT ThAT gEnErATES An AlArm or A SignificAnT chAngE in ThE rEcEiVEd SignAl
iS dATE/TimE STAmpEd And STorEd in rAm mEmory And cAn bE AnAlySEd in rEAl TimE And/or lATEr.

:IB-SYSTEM cOnFIGuRATIOnS
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SeRveR BoaRd 3u 
Rack mountaBle 
foR Polling and 
management of 64 
BaRRieRS oR 128 device.

:IB-Server
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